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SPECIFICATION FEATURES & BENEFITS
► High efficiency T8-G13 base lamp for new installation and troffer retrofit in a 
     wide range of residential, commercial and industrial applications.

► UL Type B for installation as ballast bypass - line voltage direct operation. 

► Lamp efficacies up to 150Lm/W provides >60% energy saving over fluorescent lamps.

► Lamps to be installed using double end connection. 
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SPECIFICATION  SUMMARY

A1 SB Series
Ballast Bypass LED T8

Model: BB-T82-A1-SB-10 BB-T84-A1-SB-10 BB-T84-A1-SB-12 BB-T84-A1-SB-15 BB-T84-A1-SB-18

Nominal Wattage: 10 10 11.8 15.5 17.8

Nominal Lumens: +1300 +1500 +1650 +2000 +2300

Efficacy (Lm/W): >130 >150 >140 >125 >125

CRI: >84 >81 >84 >84 >84

THD @ 120VAC: <20 <22 <21 <21 <23

Power Factor: ≥.90

Lamp Material: Aluminum / Frosted Polycarbonate

Connection / Lamp Base: UL Type B - G13 Bi-pin / Dual End

CCT Options: 4000K / 5000K

Lamp Compliance Standard: DLC / UL / RoHS

Lamp L70: >50,000 Hrs.

Beam Angle: 120˚

Operation Temperature: -20˚C to +45˚C Ambient

Limited Warranty: Standard 5-Year Limited Manufacturer’s Warranty

DIMENSIONS / WEIGHTS

B

A

Length 2ft. 4ft.

A 23.74in 47.75in

B 23.14in 47.165in

Weight 6.36oz 0.32g




